[image: image5.png]L abonce



[image: image5.png]                                                    

Company ： JIANGSU LABONCE INSTRUMENT CO., LTD.

Address ：1F , 2F , NO.5 STANDARD FACTORY IN THE PIONEER PARK OF SMES, ECONOMIC DEVELOPMENT ZONE IN ZHENXING NORTH ROAD AND THE WEST OF WULING SOUTH ROAD , TAIZHOU CITY, JIANGSU PROVINCE, CHINA                                

Contact Person: Guston                               

Tel：+86-010-56545023   +86-13811790181

Fax ：010-56545070

E-mail ：export@labonce.com
Website：www.labonce.com

	 Destination:
	Within China

	 Payment: 
	Negotiate

	 Delivery Date:
	25-30 workdays 

	 Packing:
	Wooden box package

	 Freight age:
	Within China

	 Guarantee:
	1 year

	 After-sale Service:
	24 hours online service

	⑻  Others:
	T/T 100% payment


Our company is specialized in the research &development and production of stability chambers. We adopted advanced Germany technology, reasonable structural design, and high-quality imported components, to supply stable, safe and reliable chambers.

1、Adopt the latest air duct system design, the temperature and humidity uniformity of different position inside the chamber is good；

2、Fully enclosed industrial compressor imported from Europe, high efficiency and low noise, ensure the long-term continuous operation of equipment；

3、European original imported temperature and humidity integrated sensor, with high sensitivity, low annual drift, direct detection of humidity without maintenance;

4、Imported temperature and humidity controller, quick induction, small system error；

5、Equipped with an alarm system that meets the requirements of GMP, a data collection system that meets the requirements of GMP, and a standard pin printer and U-Disk storage;
6、The liner material is full mirror stainless steel 304, easy to clean.

	Description
	Model
	Unit
	Qty
	FOB price（USD）
	Notes

	Stability Chamber
	Labonce-150GS-FC
	set
	1
	
	Export wooden cases are packed to Shanghai port 

	
	Labonce-250GS-FC
	set
	1
	
	

	
	Labonce-400GS-FC 
	set
	1
	
	

	
	Labonce-500GS-FC 
	set
	1
	
	

	Total: 
	
	


Technical Parameter：

	Name
	Stability Chamber

	Model 
	Labonce-150GS-FC 
	Labonce-250GS-FC
	Labonce-400GS-FC
	Labonce-500GS-FC

	Temperature Range
	10～65℃ 

	Accuracy
	±0.5℃

	Deviation
	±1.0℃

	Humidity Range
	15～95%RH

	Deviation
	±3%RH

	Control  Manner
	Temperature and humidity balance Control

	Refrigeration System
	Imported inverter type fully enclosed compressor, power saving 50%, water saving 50%, heat dissipation halved

	Humidity Sensor
	Imported capacitive humidity sensor high precision, no need for regular maintenance

	Controller
	Imported Touch screen Temperature and humidity controller,With three levels of user authority, audit tracking function.The frequency conversion output ratio is directly displayed on the control interface 

	Data Record
	Micro Printer with needle type

	Data Copy
	Flash memory with U-disk

	Deviation
	High&low boundary deviation alarm for temperature&humidity

	Dual protections
	Independent overheat protection warning system

	Ambient temp
	＋5～35℃ 

	Interior material
	Mirror surface Stainless steel 304 

	External material
	Steel powder coated

	Water tank
	External Water Tank

	Power source
	AC 220V±10% 50Hzor60HZ

	Dual door
	Glass door inside

	Safety device
	Compressor overheating, fan overheating, overtemperature, compressor overpressure, overload, water shortage protection

	MAX power （kW） 
	1.2
	1.5
	2.0
	2.2

	Capacity  (L) 
	150
	250
	400
	500

	Interior dimensions 
W×D×H (mm)
	600×405×625
	600×500×830
	600×700×950
	680×680×1080

	External dimensions 
W×D×H(mm)
	780×830×1480
	780×880×1650
	780×1060×1750
	860×1050×1850

	Packing dimensions 
W×D×H(mm)
	870×850×1570
	980×850×1770
	850x1160x1910 
	930×1140×2050

	Trays (standard)
	3
	3
	3
	4

	Gross Weight(KG)
	185
	260
	380
	430
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@ Temperature and humidity control range diagram 4 150L~500L 4 800L~3000L
Model Temperature Range | Humidity Range | Capacity Interior Dimensions(mm) | External Dimensions(mm) Power Shelf Remarks
© (c) RH) © WxDxH WxDxH (kW) | (Standard)
Labonce-150GS-FC 10 ~ 65 15 ~ 95% 150 600%x405x625 780%x830x1480 15 3/6
Labonce-250GS-FC 10 ~ 65 15 ~ 95% 250 600x500x830 780%x880x%1650 18 317
Single-door

Labonce-400GS-FC 10 ~ 65 15 ~ 95% 400 600%x700x950 780x1060x1750 20 3/10
Labonce-500GS-FC 10 ~ 65 15 ~ 95% 500 680%x680x1080 860x1050x1850 22 4/
Labonce-800GS-FC 10 ~ 65 15 ~ 95% 800 1200x490x1360 1385x895x1965 25 4/8
Labonce-1000GS-FC 10 ~ 65 15 ~ 95% 1000 1400x510x1400 1615x925x1975 30 4/8
Labonce-1500GS-FC 10 ~ 65 15 ~ 95% 1500 1500x710x1400 1710x1180x1990 32 4/8 Double-door
Labonce-2000GS-FC 10 ~ 65 15 ~ 95% 2000 1500x970x1400 1710x1380x1990 35 4/8
Labonce-3000GS-FC 10 ~ 65 15 ~ 95% 3000 1600x1100%1680 1810x1470x2270 38 4/8






	Equipment picture
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	Temperature and humidity range diagram
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Stability Chamber

Name

150L-3000L Model
2L 202022621384.2 Patent
10~65°C Temperature Range
Temperature
205°C Fluctuation
Temperature |
20.5°C Uniformity
15~95%RH Humidity Range
*2.0%RH Humidity Fluctuation |
+3.0%RH Humidity Uniformity
220V 50Hz/60Hz Power
Purified water
Electrical resistivity20.5 MQ.cm Water
Environment
5-35°C Temperature
Complies with ICHQT and
€P2025

And national standards

Reference Standard

Connect through the network

port Network
CCA/DQ
1Q/0Q 3Q Validation
Y

NN

‘Technical specifications

Public Requiremen's

Hardware

Stability Chamber
GS-FC

[

Imported Frequency Conversion

Technological Benefits

Compressor Compressor Energy conservation > 50%
Evaporator Coating process Corrosion resistance doubled
Humidifier PTC Heating material Automatic protection
Programmable touch screen 7 inch & colored
Three levels Authority Assign more levels
Controller Audit tracking Operation records
Frequency conversion Display the frequency output
Prompt Reminder Periodic maintenance reminder
Humidity Sensor High precision capacitive Genuine Imported
Water System Automatic water circulation With water level scale
Alarm System On-site sound and light alarm
Construction Stainless steel 304 inside Polyurethane foaming insulation
Door heating to prevent
Double Door The inner door is tempered glass condensation
Incudes Independent over
Safety Device Five layers of protection temperature protection
Data Storage Built-in storage hard disk, USB export More than 5 years
Data Printer Punching micro printer Long-term storage
N0.12559111 of soft copyright
Data Software Multiple devices are locally connected  registration
Data Network
Version Server version Complies with FDA 21CFR Part 11
With maximum homogeneity,enables the chamber to meet the requirements of
Performance ICH stability test under ful load even after years.
Reliable In addition to better fluctuation and uniformity, it has been tested for 17 years,
Smart In addition to more stable controls, there are more maintenance reminders,
Over 50% lower energy consumption than the previous model thanks to modern
Economical inverter cooling technology
Safety Five-safety protections, with essential leakage protection
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